Amergraph Current Meter

Suspension & Signal Cable

Water Flow

General Descripﬁon The Amergraph Current Meter Suspension &

Specially designed for hydrometric dis- Signal Cable is especially suitable for

charge measurements, this armoured cable - Suspending the current meter and

combines high mechanical strength with Columbus pattern weight in the stream

integrated electrical signal transmission. - Providing a medium to conduct current

It supports the complete gauging assem- meter signals to a current meter

bly, including current meter and gauging revolution counter

weight, while simultaneously transmitting

measurement pulses to the counter. The AppliCClﬁOl"lS

cable features a conductive inner core and - Hydrology, Hydrometry, Hydrography 1
galvanised outer armour wound in opposite - Manual stream gauging (velocity) ( Q

directions, creating a robust, torque-bal-

anced construction that combines reliable

&

signal fransmission with excellent mechan-
ical performance. Ideal for routine and

demanding stream-gauging applications.

Technical Specifications

Inner core 6 copper and 6 stainless steel wires, insulated,
left-hand lay

Outer Armour 15 galvanised wires, right-hand lay

Diameter Available in two diameters: 2.5 mm (0.098 in)

or 3.2 mm (0.126 in)

Breaking Load @2.5mm (0.098in): 3 kN (675 Ibf)
@ 3.2mm (0.126 in): 5 kN (1,124 Ibf)
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Single drum winch not included.
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